LIRR
Long Island City Freight Yard (AOC 1)
Draft Upland Site Summary

LIRR LONG ISLAND CITY FREIGHT YARD (AOC 1; DAR SITE ID #128)

Address: Jackson Avenue at 21st Street, Long Island City, New York
11101
(21-16 Jackson Avenue, Long Island City)

Tax Lot Parcel(s): Queens Block 72, Lot 1

Latitude: 40.744545

Longitude: -73.948294

Regulatory Programs/

Numbers/Codes: NYSDEC Spill No. 0650112 and No. 0100110,

USEPA ID Nos. NYR000013797, NYR000021345,
PBS No. 2-476722

Analytical Data Status: [_] Electronic Data Available |X| Hardcopies only
|:| No Data Available

1 SUMMARY OF CONSTITUENTS OF POTENTIAL CONCERN (COPCs) TRANSPORT
PATHWAYS TO THE CREEK

The current understanding of the transport mechanisms of contaminants from the upland
portions of the Long Island Railroad (LIRR) Long Island City Freight Yard (AOC 1) site (site)
to Newtown Creek is summarized in this section and Table 1 and supported in the following

sections.

Overland Transport
This site is 0.4 mile from Newtown Creek and associated waterways. This is not a complete

current or historical pathway.

Bank Erosion
The site is not adjacent to Newtown Creek or associated waterways. This is not a complete

current or historical pathway.
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LIRR Long Island City Freight Yard (AOC 1)

Groundwater

Groundwater investigations conducted in 1994, 1996, and 2008 indicate historical
groundwater contamination at the site. Elevated concentrations of volatile organic
compounds (VOCs) and semi-volatile organic compound (SVOCs), along with the metals
lead and antimony, have been detected both on site and north of the site. Groundwater flow
at the site is in a north to northwesterly direction, toward the East River, while Newtown
Creek is located approximately 0.4 mile to the south of the site. This is not a

complete current or historical pathway.

Overwater Activities
The site is not adjacent to Newtown Creek and associated waterways. Information regarding
overwater activities was not identified in documents available for review. This is not a

complete current or historical pathway.

Stormwater/Wastewater Systems

Information on stormwater infrastructure was not found in available site documents. The
site is located in an area bordering two sewersheds: the Bowery Bay Water Pollution Control
Plant (WPCP) and the Newtown Creek WPCP. No other information regarding the
municipal system in this area was found in available documents. There is insufficient
evidence to make a current or historical pathway determination for discharge to the sewer/

CSO or direct discharge of stormwater and wastewater.

Air Releases
Information related to air discharges was not located for this site. There is insufficient

evidence to make a current or historical pathway determination.

2 PROIJECT STATUS

A summary of investigation and remedial activities at the site is provided in the

following table:

Activity Date(s)/Comments

|X| A Phase 1 ESA was conducted in 1993 and 1994

Phase 1 Environmental Site Assessment and reported in the 1994 Preliminary
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Activity

Date(s)/Comments

Investigation Report
(STV and EPM 1994).

Site Characterization

A site characterization was conducted during
Phase | of the 1994 Preliminary Investigation
Report (STV and EPM 1994).

Remedial Investigation

An Rl was conducted in 1996 and reported in
the 1997 RI Report (STV 1997).

A Rl Work Plan was approved in 2010 for
further investigation of soil and groundwater
contamination at the site (D&B 2010b).

Remedy Selection

A Tank Closure Program was conducted in 1995
and reported in the 1995 Tank Closure Report
(STV and EPM 1995).

Remedial Design/Remedial Action
Implementation

In 1995, nine USTs and one AST were removed
from the site, along with approximately 100
tons of excavated contaminated soil and
approximately 500 gallons of petroleum
contaminated water
(STV and EPM 1995; USEPA 1995).

An RAP was included in the 1997 RI Report
(STV 1997). Available site documents did not
indicate if the 1997 SAP was fully implemented.

Use Restrictions (Environmental Easements or
Institutional Controls)

Construction Completion

Site Closeout/No Further Action Determination

0]

Notes:
AST — aboveground storage tank
USEPA — U.S. Environmental Protection Agency

EPM — Environmental Planning and Management, Inc. STV — STV, Inc.

ESA — Environmental Site Assessment
RAP — Remedial Action Plan

Rl — Remedial Investigation

SAP — Sampling and Analysis Plan
UST — underground storage tank

3 SITE OWNERSHIP HISTORY

Respondent Member:

|:| Yes |E No
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LIRR Long Island City Freight Yard (AOC 1)

Owner Years Occupant Types of Operations

Vacant
Vacant ca. 1898 Vacant

. Unknown; freight office
LIRR Freight Yard
ca. 1915 and sheds, and wagon
storage on site

LIRR Freight Yard .
ca. 1936 Office

LIRR Unknown
ca. 1943 — 1955

Banner Service Stations, Inc.
leased site to Gulf Qil Corporation
(Banner Service Stations, Inc. Gasoline filling station
1965)

1955 -1966

Delbay Corporation 1966 — unknown
subsidiary of LIRR Unknown

ca. 1981 —ca. 1984

Hampton Materials and Handling,
ca. 1994 - 1995 Solid waste management

Inc.
facility

LIRR 1995 — unknown | C & H Sand & Stone, Corporation

LIRR leases to New York and
ca. 2007 — current | Atlantic Railroad that subleases to
Sherwood Lumber

Lumber yard/lumber
retailer

Notes:

ca.—circa

LIRR — Long Island Railroad

NYAR — New York and Atlantic Railroad

4 PROPERTY DESCRIPTION

The site occupies approximately 0.33 acre!. Dutch Kills, a tributary to Newtown Creek, is
located approximately 0.6 mile east of the site; Newtown Creek is located approximately 0.4
mile south of the site; and the East River is located approximately 0.7 mile west of the site.
The site is surrounded by several roads and buildings that are located between the site and

each water body, as shown in Figure 1. The site, a former gasoline station, appears to have a

! Acreage is an approximation of the site tax parcel using geographic information system data.
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paved or mixed dirt surface and is partially covered by what appears to be stacks of wood
planks (Google Earth 2012). The site is bounded by Jackson Avenue to the north, a
neighboring property to the east, the LIRR Freight Yard to the south, and Arch Street to the

west (see Figure 1).

The site and immediate area located south of Jackson Avenue are zoned for manufacturing.
The immediate area north of Jackson Avenue is zoned residential. The surrounding area is

highly developed and heavily industrialized.

5 CURRENT SITE USE

The site is owned by LIRR. LIRR has leased the site to New York and Atlantic Railroad
(NYAR) from sometime around 2007 to present day (LIRR 2007a, 2011b). In that time,
NYAR has sublet the majority of the site, which currently utilizes the site as a lumber yard.

An abandoned concrete office and maintenance garage are located at the site.

6 SITE USE HISTORY

Historical records associate this site to several different blocks, lots, and physical addresses.

In 1898, the site occupied Block 88, Lots 1 through 6; however, at that time, the LIRR
Freight Yard did not exist (Sanborn 1898). By 1915, the LIRR Freight Yard was developed
and the site occupied Block 88, Lots 1 through 4, 10 and 11 (STV and EPM 1994; Sanborn
1915). An iron-framed freight office, freight sheds, and “wagon storage” also operated

on site.

In 1936, the site occupied Block 87 (formerly Block 88) and an office had been constructed at
the southwest corner of the site (Sanborn 1936).

In 1943, a gasoline filling station, including two structures and two underground storage
tanks (USTs), occupied the site (Sanborn 1943). The address, “2116,” also began at the site at

this time.

Historical records indicate a gas station began operations at the site in the early 1940s under
a lease agreement with LIRR (STV and EPM 1994; D&B 2010b). The site was used as a
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gasoline service station for approximately 45 years until the gas station ceased operations
sometime before September 1984 (STV and EPM 1994; D&B 2010b). During this time,

several blocks and lots were associated with the site.

Hampton Materials and Handling, Inc., a solid waste management facility, occupied the site
as early as 1994 under the address 21-16 Jackson Avenue (NYSDEC 1994b; EDR 2010).
Hampton Materials and Handling, Inc. accepted waste material including clay, topsoil/loam,
rock, brick, concrete, and asphalt and shipped it off site by rail (NYSDEC 1994b).

In 1995, Hampton Materials and Handling, Inc. changed its name to C & H Sand & Stone,
Corp. (NYSDEC 1995). C & H Sand & Stone, Corp. also operated a solid waste management
facility and accepted waste material including sand, gravel, concrete, dirt, rock, glass, and
asphalt (NYSDEC 1996). It is not known when C & H Sand & Stone, Corp. vacated the site.

The New York State Department of Environmental Conservation (NYSDEC) quarterly
progress reports for the site indicate that from sometime around 2007 to present day, LIRR
has leased the site to NYAR, who subleases to Sherwood Lumber, a lumber retailer

(LIRR 2007a, 2011b). Most recent records indicate the site is located at Block 72, Lot 1.

7 CURRENT AND HISTORICAL AREAS OF CONCERN AND COPCs

The current understanding of the historical and current potential upland and overwater areas
of concern at the site are summarized in Table 1. The following sections provide brief
discussion of the potential sources and COPCs at the site requiring additional discussion.
Potential areas of concern at the site include spills, aboveground storage tanks (ASTs) and
USTs, petroleum conveyance pipelines, and equipment used in solid waste management
operations. The COPCs for these sources include petroleum hydrocarbons (including leaded
gasoline and fuel oil), VOCs (including benzene, toluene, ethylbenzene, xylene [BTEX], and
benzene-related compounds), SVOCs, polycyclic aromatic hydrocarbons (PAHs), and metals

(including lead and antimony).
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7.1 Uplands

The site was utilized as a gas station for more than 45 years (STV and EPM 1994;

LIRR 2007a, 2011b). In 1989, nine 550-gallon, steel USTs registered to LIRR

(Petroleum Bulk Storage Facility [PBS] No. 2-476722) were located at the site

(STV and EPM 1994). The installation date of the USTs is unknown. The nine USTs stored
gasoline and had no leak detection or secondary containment (EDR 2010; NYSDEC 2012). A
1995 Sampling and Analysis Plan (SAP) prepared for the site confirmed the presence of the
nine USTs located at the site and indicated one 275-gallon AST storing fuel oil was also
located at the site (LIRR 1995; STV 1997). The nine USTs and one AST, associated piping,
and contaminated soil and groundwater were removed from the site in 1995. Details of this

removal are described in Section 9 of this site summary.

LIRR Long Island City (LIC) Freight Yard was classified as a Resource Conservation and
Recovery Act (RCRA) hazardous waste non-generator in 2007 (EDR 2010). Records indicate
the site was intermittently classified as an RCRA hazardous waste non-generator and large
quantity generator from 1995 to 2007 (EDR 2010). Historical hazardous waste manifest
information for the site indicates handling of waste code D008 (lead; EDR 2010;

RCRIS 2012).

7.2  Overwater Activities
This site is not adjacent to Newtown Creek or associated waterways. Information regarding

overwater activities was not identified in documents available for review.

7.3 Spills

Documented spills at the site are summarized as follows:

e On May 1, 1994, a spill to the soil and groundwater of an unknown petroleum
substance in an unknown amount was reported at the site (NYSDEC Spill No.
0650112; NYSDEC 1994a, 2012; EDR 2010). No direct evidence of an actual spill was
found; the spill was identified during a site investigation in 1994. However, given the
historical site use operations as a gasoline service station, the release was assumed to
be gasoline (NYSDEC 1994a). Spill Close Date: Not closed.
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e On April 4, 2001, a petroleum spill to the soil of an unknown amount was reported at
the site (NYSDEC Spill No. 0100110; EDR 2010; NYSDEC 2012). Reports indicate a
contractor was removing a tank and struck the tank causing the spill. Corrective

action was taken. Spill Close Date: February 17, 2004.

8 PHYSICAL SITE SETTING

8.1 Geology

Surface topography in the vicinity of the site gently slopes northeasterly (see Figure 1).
Subsurface data collected at the site indicate the site is underlain by a fill unit of
miscellaneous heterogeneous material overlying glacier out-wash, consisting of well sorted
sand and gravel (STV and EPM 1994, 1995). Fill materials and soil are generally described as
yellowish brown to black fine sand and silt to a light brown fine to coarse sand and fine to
medium well-rounded gravel (STV and EPM 1994).

8.2 Hydrogeology

Regional groundwater in the area flows generally in a westerly direction toward the East
River. Historical investigations conducted at the site, however, indicate the groundwater
flows in a north to northwesterly direction (STV and EPM 1994, 1995; LIRR 2008c;

D&B 2010b). Groundwater patterns at the site are believed to be influenced by the
heterogeneous-nature of the fill material underneath the site and the presence of the below
grade subway tunnel immediately to the north of the site. Historical investigations indicate

groundwater is approximately 5 feet below ground surface (bgs) at the site
(STV and EPM 1994, 1995; LIRR 2008c; D&B 2010b).

9 NATURE AND EXTENT (CURRENT UNDERSTANDING OF ENVIRONMENTAL
CONDITIONS)

9.1 Soil

Soil Investigations |E Yes |:| No
Bank Samples |:| Yes |:| No |E Not Applicable
Soil-Vapor Investigations |:| Yes |E No
Draft Upland Site Summary Report May 2012
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9.1.1 Soil Investigations

LIRR contracted STV Incorporated (STV) and Environmental Planning and

Management, Inc. (EPM) to conduct a preliminary subsurface investigation at the site as part
of a Preliminary Site Assessment conducted from 1993 to 1994 (STV and EPM 1994). This
assessment comprised a Phase I Site Assessment and Phase II sampling activities. During the
investigation, 26 soil borings were advanced at the site (see Attachment 1; STV and EPM
1994). On December 15 and 16, 1994, subsurface soil samples were collected at depths of 3
to 5 feet bgs, 5 to 7 feet bgs and 8 to 10 feet bgs. Samples were field screened for organic
vapors using a photoionization device (PID) and a flame ionization device (STV and

EPM 1994). U.S. Environmental Protection Agency (USEPA) Methods 8021 and 8015 were
used to analyze soil samples for total petroleum hydrocarbons (TPH), BTEX, VOCs, SVOCs,
and polychlorinated biphenyls (PCBs; STV and EPM 1994). No surface soil samples (0 to 2

feet bgs) were collected during this investigation.

Analytes that exceeded their respective recommended soil cleanup standards are summarized

in the following table:

Maximum Soil

Analyte Units Concentration
TPHs ppm 6,000
VOCs
1,2,4-Trimethylbenzene ppb 580,000
1,3,5-Trimethylbenzene ppb 170,000
Benzene ppb 5,700
Ethyl benzene ppb 120,000
Isopropyl benzene ppb 3,200
Naphthalene ppb 100,000
n-Butylbenzene ppb 54,000
n-Propylbenzene ppb 85,000
p-Isopropyltoluene ppb 160,000
sec-Butylbenzene ppb 2,500
Toluene ppb 24,000
Xylenes (total) ppb 770,000
SVocCs
Acenaphthene ppb 480

Draft Upland Site Summary Report May 2012

Newtown Creek RI/FS 9 120782-01.01



LIRR Long Island City Freight Yard (AOC 1)

Maximum Soil

Analyte Units Concentration
Benzo(a)anthracene ppb 1,300
Benzo(a)pyrene ppb 1,900
Benzo(b)fluoranthene ppb 1,400
Benzo(k)fluoranthene ppb 1,300
Chrysene ppb 1,300
Fluoranthene ppb 3,300
Indeno(1,2,3-cd)pyrene ppb 1,600
Phenanthrene ppb 3,500
Pyrene ppb 3,600

Notes:

ppb — parts per billion

ppm — parts per million

SVOC - semi-volatile organic compound
TPH — total petroleum hydrocarbon
VOC - volatile organic compound

Samples collected during the preliminary investigation detected VOCs and SVOCs exceeding
NYSDEC Spills Technology and Remediation Series (STARS) Technical and Administrative
Guidance Memorandums (TAGM) 4046 Recommended Cleanup Objectives. Exceedences,
primarily BTEX, benzene-related compounds and PAHs, were collected from the 5- to 7-foot
interval. TPHs were also detected with a maximum concentration of 6,000 parts per million
(ppm). Contamination was also found at the depth of the existing water table at the far
northern side of the site. The northern contamination, however, was speculated to originate
from an off-site source (see Attachment 2; STV and EPM 1994).

In 1995, as part of tank closure and removal procedures, soil samples were collected and
analyzed from the excavation area at the site (STV and EPM 1995). These results are

discussed in Section 10 of this site summary.

In 2008, an additional site investigation was conducted to further identify the extent of
petroleum contamination caused by historical operations at the site (LIRR 2008c). Prior to
the investigation, as recommended in the 2007 Site Investigation Work Plan, two
groundwater monitoring wells were re-installed at the locations of former on-site

monitoring wells. Three new monitoring wells were also installed downgradient of the site,
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and four soil probes were advanced at the site in the vicinity of the former UST area

(see Attachment 4; LIRR 2007e). Two soil samples were collected from seven of the nine
sample locations, and three samples were collected from the remaining two locations.
Subsurface samples were collected from 2-foot intervals at depths between 2 and 12 feet bgs
and analyzed for STARS List VOCs and SVOCs (including methyl tertiary butyl ether
[MTBE]; LIRR 2008c). No surface samples (0 to 2 feet bgs) were collected during

this investigation.

Analytes that exceeded their respective recommended soil cleanup standards are summarized

in the following table:

Maximum Soil

Analyte Units Concentration
VOCs
Ethyl Benzene ppb 23,700
o-Xylene ppb 37,700
m,p-Xylenes ppb 128,000
SVOCs
Benzo(a)anthracene ppb 5,410
Benzo(a)pyrene ppb 3,690
Benzo(b)fluoranthene ppb 3,880
Benzo(k)fluoranthene ppb 3,270
Chrysene ppb 3,600

Notes:

ppb — parts per billion

SVOC — semi-volatile organic compound
VOC - volatile organic compound

VOC and SVOC concentrations including BTEX, benzene-related compounds and PAHs,
exceeded NYSDEC STARS TAGM 4046 Recommended Soil Cleanup Objectives in samples
collected near the former UST area. Maximum exceedences included ethylbenzene and total
xylenes, which were detected at concentrations of 23,700 parts per billion (ppb) and 165,700
ppb, respectively. VOCs and SVOCs were present in the soil at depths ranging from 2 to 10
feet bgs; however, most exceedences were detected at 6 to 10 feet bgs (LIRR 2008c).
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9.1.2 Soil Summary

Soil investigations conducted on the site found COPCs in subsurface soils during both a 1994
Preliminary Subsurface Investigation and during further investigations in 2008. COPCs were
detected in soils at depths between 2 and 10 feet bgs and many detected COPCs exceeded
their respective NYSDEC STARS TAGM 4046 recommended cleanup criteria.

9.2 Groundwater

Groundwater Investigations |X| Yes |:| No
NAPL Presence (Historical and Current) |:| Yes |X| No
Dissolved COPC Plumes |:| Yes |Z| No
Visual Seep Sample Data [ ] Yes [_]No |X| Not Applicable

9.2.1 Groundwater Investigations

LIRR contracted STV and EPM to conduct a preliminary subsurface investigation at the site
as part of a Preliminary Site Assessment conducted from 1993 to 1994 (STV and EPM 1994).
This assessment comprised a Phase I Site Assessment and Phase II sampling activities.
During this investigation, three groundwater monitoring wells were installed at the site and
were sampled on February 22 and March 24, 1994 (STV and EPM 1994). Groundwater
samples were collected from monitoring wells screened across and below the water table to a
depth of 25 feet. USEPA Methods 8021 and 8015 were used to analyze samples for TPH, and
target compound list VOCs, SVOCs, and metals (STV and EPM 1994). Analytes that
exceeded their respective recommended groundwater standards (NYSDEC Class GA
Groundwater Standards [STV and EPM 1994]) are summarized in the following table:

Maximum Groundwater
Analyte Units Concentration

VOCs

1,2,4-Trimethylbenzene ug/L 1,500
1,3,5-Trimethylbenzene ug/L 470

Benzene pg/L 1,100

Ethyl Benzene ug/L 1,400

Isopropyl benzene pg/L 54
Naphthalene pg/L 350
n-Butylbenzene pg/L 120
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Maximum Groundwater
Analyte Units Concentration

n-Propylbenzene pg/L 74

Toluene pg/L 600

Total Xylene ug/L 9,100

SVOCs

Naphthalene ug/L 98

Metals

Antimony ug/L 146

Lead He/L 54.7

Notes:

pg/L — microgram per liter

SVOC - semi-volatile organic compound
VOC - volatile organic compound

Findings from the preliminary investigation indicated groundwater contamination at the
site, including detection of dissolved hydrocarbons in the groundwater (see Attachment 3;
STV and EPM 1994). Elevated concentrations exceeding criteria were collected during both
groundwater sampling events. Exceedences detected were primarily BTEX, benzene-related
compounds, and PAHs. The majority of exceedences were collected from monitoring well

FYMW-2, which is located in the vicinity of the former UST area.

In 1996, STV was contracted by LIRR to collect downgradient groundwater quality
information to supplement the data collected from the 1994 Preliminary Investigation. The
purpose of this remedial investigation was to determine if groundwater quality surrounding
the site was impacted by the historical use and operations conducted at the site (STV 1997).
Groundwater samples were collected from four off-site monitoring wells located
downgradient of the former UST area and also from the three existing on-site monitoring
wells. Samples were analyzed for VOCs plus MTBE using USEPA Method 8021, lead and
antimony (STV 1997). Analytes that exceeded their respective recommended groundwater
standards (NYSDEC Class GA Groundwater Standards) are summarized in the

following table:

Draft Upland Site Summary Report May 2012
Newtown Creek RI/FS 13 120782-01.01



LIRR Long Island City Freight Yard (AOC 1)

Maximum
Groundwater

Analyte Units Concentration | Sampling Location
VOCs
1,2 Xylene pg/L 79 FYMW-2 (on site)
1,3 Xylene pg/L 470 FYMW-2 (on site)
1,2,4-Trimethylbenzene pg/L 440 FYMW-2 (on site)
1,3,5-Trimethylbenzene ug/L 170 FYMW-2 (on site)
Benzene pe/L 140 FYMW-2 (on site)
Ethyl Benzene pg/L 190 FYMW-2 (on site)
Isopropyl benzene pg/L 68 G-2 (off site)
Naphthalene pg/L 66 FYMW-2 (on site)
n-Butylbenzene pe/L 280 G-2 (off site)
n-Propylbenzene ug/L 77 G-2 (off site)
sec-Butylbenzene pe/L 36 G-2 (off site)
Toluene pg/L 62 G-2 (off site)
Xylenes (total) pg/L 549 FYMW-2 (on site)
Metals
Antimony ug/L 30.5 G-1 (off site)
Lead pe/L 3,020 G-3 (off site)

Notes:
pg/L — microgram per liter
VOC — volatile organic compound

Results from the remedial investigation sampling detected groundwater contamination in
both on-site and off-site monitoring wells. BTEX, benzene-related compounds, lead, and
antimony concentrations exceeded NYSDEC Class GA Groundwater Standards in samples
collected from monitoring well FYMW-2 (located near the former UST area) and from each
off-site sample location. A marked reduction was found in detected VOC concentrations
compared to concentrations detected in the 1994 Preliminary Investigation Report (STV and
EPM 1994), likely due to the removal and excavation of USTs and contaminated soil from the
site in 1995 (see Section 10).

In 2008, an additional site investigation was conducted to further identify the extent of
petroleum contamination caused by historical operations at the site (LIRR 2008c). Prior to

the investigation, as recommended in the 2007 Site Investigation Work Plan, two

Draft Upland Site Summary Report May 2012
Newtown Creek RI/FS 14 120782-01.01



LIRR Long Island City Freight Yard (AOC 1)

groundwater monitoring wells were re-installed 15 feet bgs at the locations of former on-site
monitoring wells and three new monitoring wells were installed, also 15 feet bgs,
downgradient of the site (see Attachment 4; LIRR 2007e). Groundwater samples were
collected from each of the five newly installed monitoring wells and one additional sample
was also collected from existing well FYMW-3. Groundwater samples were analyzed for
STARS List VOCs and SVOC:s (including MTBE; LIRR 2008c). Analytes that exceeded their
respective recommended groundwater standards (NYSDEC Class GA Groundwater

Standards) are summarized in the following table:

Maximum Groundwater

Analyte Units Concentration Sampling Location
VOCs
1,2,4-Trimethylbenzene ug/L 631 FYMW-2A (on site)
1,3,5-Trimethylbenzene ug/L 223 FYMW-2A (on site)
Benzene ug/L 195 FYMW-2A (on site)
Ethyl Benzene ug/L 595 FYMW-2A (on site)
Isopropyl benzene ug/L 80.3 FYMW-2A (on site)
Naphthalene ug/L 284 FYMW-2A (on site)
n-Propylbenzene ug/L 183 FYMW-2A (on site)
sec-Butylbenzene ug/L 14.4 FYMW-2A (on site)
Toluene ug/L 64 FYMW-2A (on site)
o-Xylene ug/L 593 FYMW-2A (on site)
m,p-Xylenes ug/L 1,860 FYMW-2A (on site)

Notes:
pg/L — microgram per liter
VOC — volatile organic compound

VOC concentrations, namely BTEX and benzene-related compounds, exceeded NYSDEC
Class GA Groundwater Criteria at monitoring well FYMW-2A located in the vicinity of the
former UST area. Three VOC exceedences, including benzene (1.12 micrograms per liter
[pg/L]), isopropyl benzene (7.99 pg/L), and n-propylbenzene (10.2 pg/L) were also detected in
well FYMW-5 located off site to the northwest, suggesting contamination may be migrating
off site to the northwest (LIRR 2008c).
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After the 2008 Site Investigation, LIRR contracted Miller Environmental Group, Inc. (MEG)
to perform quarterly groundwater sampling for analysis of STARS VOCs and SVOCs at the
same groundwater monitoring locations sampled in the 2008 Site Investigation (see
Attachment 4). Results of these analyses are presented in quarterly progress reports, which
have been released for the site since 2007 (LIRR 2007a, 2007b, 2007c, 2007d, 2008a, 2008b,
2008c, 2008d, 2009a, 2009b, 2009¢, 2009d, 2010a, 2010b, 2010c, 2010d, 2011a, 2011b).
STARS SVOCs have not been detected in collected groundwater samples. Elevated
concentrations of BTEX and benzene-related compounds represent the majority of VOC
exceedences detected. VOCs exceeding their respective NYSDEC Class GA Groundwater

Standards are summarized in the following table:

Sampling Date MW-2 | MW-3 | MW-4 | MW-5 | MW-6 | MW-7
01/06/09 11 6 1 7 1 0
04/02/09 11 6 1 13 2 2
07/06/09 10 2 1 11 1 1
09/24/09 11 0 3 5 1 1
12/22/09 10 2 6 7 0 0
04/09/10 10 0 0 1 0 0
06/21/10 11 2 0 0 0 0
10/11/10 13 2 0 0 0 0
12/29/10 12 1 0 1 2 0
07/12/11 0 0 0 0 0 0

Based on the quarterly groundwater sampling collected in 2008 and 2009, MEG developed

two groundwater contour maps (see Attachments 5 and 6).

9.2.2 Groundwater Summary

Groundwater investigations conducted at the site in 1994, 1996, and 2008 indicate COPCs
are present in the groundwater at levels that exceed NYSDEC Class GA Groundwater
Standards. COPCs detected in off-site sampling indicate contamination may have migrated
off site (LIRR 2008c). Further groundwater monitoring performed at the site between the
years 2009 to 2011 indicate a decrease in detected VOC exceedences.
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9.3 Surface Water

Surface Water Investigation |:| Yes |E No
SPDES Permit (Current or Past) |:| Yes |E No
Industrial Wastewater Discharge Permit (Current or Past) [ ] Yes |X| No
Stormwater Data |:| Yes |E No
Catch Basin Solids Data |:| Yes |E No
Wastewater Data |:| Yes |X| No

9.3.1 Stormwater and Wastewater Systems
Information on stormwater infrastructure was not found in available site documents. The

site is located in an area bordering two drainage area types: the Bowery Bay WPCP
sewershed and the Newtown Creek WPCP sewershed (NYCDEP 2007).

9.4 Sediment
Creek Sediment Data |:| Yes |:| No |E Not Applicable

Information regarding sediment investigations was not identified in documents available for

review.

9.5 Air

Air Permit |:| Yes |X| No
Air Data |:| Yes |X| No

Information regarding air discharges from the site was not identified in documents available

for review.

10 REMEDIATION HISTORY (INTERIM REMEDIAL MEASURES AND OTHER
CLEANUPS)

In August 1995, as part of rehabilitating its maintenance and yard facilities and in
compliance with environmental regulations, LIRR identified the need for tank closure and
removal procedures at the site that involved excavation, cleaning, removal, demolition,

transportation, and disposal of several petroleum USTs, soils, and liquids
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(STV and EPM 1995). A total of nine USTs and one AST were removed, approximately 100
tons of contaminated soil was excavated, and approximately 500 gallons of petroleum
contaminated water was disposed of (STV and EPM 1995; USEPA 1995). Concrete service
islands, lighting fixtures, and underground piping were removed and a vacuum truck
emptied each tank prior to removal and excavation. Sludge residue from within the tanks
was shipped off site in four 55-gallon drums, and the nine USTs and one AST were purged
with nitrogen gas, cleaned, and transported to a scrap metal recycler (STV and EPM 1995).

As part of tank closure and removal procedures, excavated soils were field screened with a
PID, and results registered between 10 ppm to 500 ppm (STV and EPM 1995). A total of ten
post-excavation soil samples were also collected from two excavations, field screened with
the PID and analyzed for VOCs using USEPA Method 8021 with MTBE and total lead. Soil
samples were collected from each of the four sidewalls of each excavation, and one soil
sample was collected from 2 feet below each excavations bottom (STV and EPM 1995).
Analytes that exceeded their respective recommended soil cleanup standards are summarized

in the following table:

Analyte Units Maximum Soil Concentration

VOCs
1,2,4-Trimethylbenzene ppb 14,000
1,3,5-Trimethylbenzene ppb 7,800
Benzene ppb 1,400
Ethyl Benzene ppb 3,600
Isopropyl benzene ppb 920
Naphthalene ppb 3,000
n-Propylbenzene ppb 2,900
p-Isopropyltoluene ppb 590
sec-Butylbenzene ppb 590
Toluene ppb 1,600
xylene ppb 11,000
o-Xylene ppb 2,800
m, p-Xylenes ppb 9,900
Metals
Lead ppm 1,200
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Notes:

ppb — parts per billion

ppm — parts per million

VOC — volatile organic compound

Results indicated elevated levels of VOCs and lead that were in excess of the NYSDEC
TAGM 4046 Recommended Cleanup Objectives. Maximum concentrations detected for

VOCs and lead were 14,000 ppb and 1,200 ppm, respectively.

In 1997, a Remedial Action Plan (RAP) was developed for the site based on findings from the
1994 Preliminary Investigation, the 1995 Tank Closure Report, and the 1997 RI (STV 1997).
The RAP recommended continual groundwater monitoring to be performed at the site on a
quarterly basis and using risk-based groundwater quality standards in determining potential
human health effects and future remedial needs. Available site documents did not indicate if
the 1997 SAP was fully implemented; however, further groundwater monitoring was

conducted at the site after the 2008 Site Investigation (see Section 9.2.1).

In 2009, LIRR provided Dvirka and Bartilucci Consulting Engineers (D&B) with a Technical
Statement of Work (TSOW) for further investigation of the site (LIRR 2009e, 2011b). In
fulfillment of the TSOW, in May 2010, D&B provided to LIRR a Site-Specific Health and
Safety Plan (D&B 2010a), and in October 2010, they provided a RI Work Plan (D&B 2010b).
Primary objectives of the RI outlined in the Work Plan include the following: 1) determine
the extent of soil and groundwater contamination at the site; 2) determine how site and
surrounding conditions may affect contaminant migration; 3) identify potential
contamination migration pathways; 4) determine the need for supplemental data; and 5)
identify appropriate remedial actions (if necessary) to obtain closure of NYSDEC Spill No.
00650112 (D&B 2010b).

Field work was scheduled to begin in August 2011. No reports released after this date were

located in available documents.
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Table 1
Potential Areas of Concern and Transport Pathways Assessment — LIRR Long Island City Freight Yard (AOC 1)
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Notes:
V — COPCs are/were present in areas of concern having a current or historical pathway that is determined to be complete or potentially complete.
? —There is not enough information to determine if COPC is/was present in area of concern or if pathway is complete.
--— Current or historical pathway has been investigated and shown to be not present or incomplete.
AST — aboveground storage tank
BTEX — benzene, toluene, ethylbenzene, and xylene
COPC — constituent of potential concern
CSO — combined sewer overflow
PAH — polycyclic aromatic hydrocarbon
PCB — polychlorinated biphenyl
SVOC — semi-volatile organic compound
TPH — total petroleum hydrocarbon
UST — underground storage tank
VOC - volatile organic compound
Draft Upland Site Summary Report May 2012
Newtown Creek RI/FS 24 120782-01.01



Q:\Jobs\110782-01_NewTownCree

(© USEPA Sample Locations (Surface and Subsurface)
=== Shoreline (NYC Dept. of Information Technology, 2006)

Outfall Class

o

Direct Discharge

NOTES:

1. Outfall Labeling: BB: Bowery Bay; NC(B/Q): Newtown Creek, Brooklyn/Queens; ST: Stormwater.

2. Outfall locations are preliminary, compiled, estimated data based on New York City Department of
Environmental Protection (NYCDEP) maps and tabulated data and other resources. Many outfall locations
were taken from the New York City Shoreline Survey Program: Newtown Creek Water Pollution Control Plant

USGS Nat'l Elev. Dataset 5-foot Contours ® General Drainage Area, NYCDEP, March 31, 2003. Other locations were taken from an excerpt from a similar report
. f f from 2008 (the complete report was not included in files available for review). Finally, some outfall locations . ¢
Selected Site Property Boundary O Highway Drain were inherited from previous Anchor QEA and Newtown Creek Project work. Latitudinal and longitudinal data
. . i . provided in the 2003 and 2008 NYCDEP reports were rounded to the nearest second. This resulted in
D Nelghbormg Site Pmperty Boundary ® MajOI’ Stormwater Outfall potential outfall location discrepancies of up to approximately 200 feet. All outfall locations are currently 5
under field verification. Feet
© SPDES 3. Aerial Photos: New York State Division of Homeland Security and Emergency Services, 2010. .
® . 4. Site Boundaries are based on New York City parcels data. 100 200 300 400
Storm Drain 5. Coarse topographic contours are derived from U.S. Geological Survey 10-meter data.
Thver:
Figure 1

ANCHOR
QEA &

Site Vicinty Map

Draft Upland Site Summary: LIRR Long Island City Freight Yard (AOC 1)

DRAFT

Newtown Creek RI/FS



SUPPLEMENTAL ATTACHMENTS




Attachment 1

48th Avenua
47th Avenue

« (

FYMW-02
Fence LiF8
\ /
INACCESSIB / \ ol
v Al b4 A4
FYMW-01 LF Fio * o e e N
28 ® LIF19
A LIF20 UFI2y o vy o - LT LIF30 . Y
LIF1 Siginnty
REFUSEL2' o 3/ W i th\O LIF18 @ LIF29 & PETROLEUM BULK
m—v—" ™ T
§- 550 gallon UST's | |F14 /,OI RO T s SIORAGE
0 . e ® o
Jackson Avenue B @ LF21 . Cy P ® LF17 .um <
e % X X 7 X e X X X % B’
rne alllF2 o LIF23 LIF24 .[ / - gmwm?
Vent Pipos LIF25 LIF26 LIF27
Parking Area

Long Island City Freight Yard
Administration Bulding

(REETERERRE LTI E T A ELEOEOEL R TR CREE RO TRy COR R PR AT ORCRDAAELT O R RN LRRTEAE DR OERRRAERERRRCRORCLEE YL ISORLIEOEETATE RN ORRESAEAROTO ARG ITE R AR RRECEADECETS AR AR RRSELCRRRUETUT RN AE NN E AR R AR RETT RN TR RSN RN E LT AR RO ERRERTRRARNRETERRROE AN ERRRRERTELEATT I ORTRNORAELT Y

L e e e R T T

Lagend ; LONG ISLAND RAIL ROAD
NOTE: UST Locetion Long Island City Freight Yard
SEE FIGURES 4, 5, B AND 9 FOR Wﬂ Tren- e AREA OF CONCERN 1
coss TR A o Re i B S Long Island City, Queens, New York

FYMW-# (@ Monitoring Well Location and Number

©  ut Round of Contingsncy Boring Locations | AOC1 BORING LOCATION PLAN VIEW

2nd Round of Contingency Boring Locations no scale | Fioure:
- STV/EPM E
4/8/94




Attachment 2

he

L]

2 North ~

2 :

: >4

5 =

? AMOCO 5
SERVICE
STATION

Fence ! _ ;
INACCESSIB
% X x\ ¥ % _ (
A FYMW-01(@)" 7 PR :
um' ] TAXI REPAIR AND
e > & PETROLEUM BULK
A 5 550 gallon UST's LIF14 § STORAGE
@ 4-5%1 Gallon UST's 8
<
@ LIF21 LIF17 @
Jackson Avenue B (ikoi B’
* — e f e / o +-
Fence - LE>> 5MW-03 ?
LIF25 LIF26 UF27

Long Islend City Freight Yard
Administration Bulding

L T T T e e e e e e T

e e e T e e e T T T TS

Legend :

MMM Teoin Tracke LONG ISLAND RAIL ROAD
T i e T Long Island City Freight Yard
INFERRED EXTENT OF SOILS WITH TPH AREA OF CONCERN 1

CONCENTRATIONS OF > 1000 PPM
Long Island City, Queens, New York

i UST Location

AOC1 INFERRED EXTENT OF SOIL

LIF-# & Boring Location and Number
EYMW-# @ Monitoring Weil Location and Number CONTAMINATION AT THE 5 FEET INTERVAL
& 1st Round of Contingency Boring Locations STV/EPM no acale an;
L ] 2nd Round of Contingency Boring Locations 4/8/94




Attachment 3

<

North

48th Avenus

Off-Site
Fusling
Station

47th Avenue

INACCESSIB

L&quﬁ',&

" W L4 L¥ 4 k" 4
A R W @ %
LiIF20 bIR2, i
@
wig 21
REFUSEL2' @
6- 560 gallon UST's LIFi14 23 g
* & 4-550 Gallon UST's
® Fi7
Jackson Avenue ® LIF21 LIF15
Xx > s e e e o e e ¥ v
Feﬂcc/
P LiF22 ® LIF23 LIF24 ®
Vent Pipes  LIF2§ LIF26
Parking Area

Administration Bulding

Long Island City Freight Yard

Legend :

T T T e e A T L LTI AAR

T T et e e e e R R T AL R ]

gy NFERRED EXTENT OF DISSOLVED PHASE
HYRODOCARBON CONTAMINATION

UST Lacation

mtmmm Train Tracks

LIF-5 €&  Boring Location and Number
FYMW-01 (@ Monitoring Well Location and Number
@ 1st Round of Contingency Boring Locations

@ 2nd Round of Contingsncy Boring Locations

Access Road

LONG ISLAND RAIL ROAD
Long Island City Freight Yard
AREA OF CONCERN 1
Long Island City, Queens, New York

AOC1- INFERRED EXTENT OF DISSOLVED
PHASE HYDROCARBON CONTAMINATION

Figure:

12

no scale

STV/EPM

4/8/94




e

Attachent 4 ]
@ CONC. S 1DEWALK @

& FYMW-05"  GRATE  GRATL Fymw -o¢ H/C RAMP
2 o d J ] Y B eg-a conc cus
(O&Q- T e .
A
&
v
JACKSON AVE/
uﬂolt?k‘gmm& SU\EV\JG\\/
HHIGRATE
S CONC CURB ASPHALT CONC CURB }
_ s o - S — o
1/C RAMP 53%5 ‘5«33 F&G __\8 CONC CURE
CONC. SICEWALK = CCEE
CONC. SIDEWALK o ! ® J Lp =
> XKT—X > . S X Pas R TR X K e ¢ e e @ .
A {_.6" coLLF ¢ \GJH—E/ LG’ C.L.F AN 3
Lt Lt @ Fymw-024 1t oot
F" __________ QSB—B—I ——————————————— AL e e e e mm am ..._........_..._.....,.._._.’ [:DNC l’_;ﬁ%
me -ot ) | FORMER UNDERGROUND qjg 03 £3
Qe lovige < ensts I‘ STORAGE TANK AREA ! 3R
| |
| ® 5B-02 | ]
! By~ ¥
s ) ST . S e o @550 Iyt
f i SERE— ~
- . — t HBNP l CONC I i PE
| BLDG | | iy
@  ASPHALT o | r nent ' ASPHALT A
Fymw-04 T ! ! 3
; BLDG | | .
1 r Ur:P r [ml n [m| n o Inl ) F P[r]'EE m = — ‘; : l
S —. I e e e S SIS TR | RV
CONC CURB CONC CURB = 4" 6 = o P GATE /
LEGEND _
LIC FREIGHT YARD
g FYMW-0)4 MONITORING VELL LOCATION AND DESIGNATION | '- @ LIRR LONG ISLWD. CITY. WY
_ . ASPHALT
@ 5B-0l  Goil Bonna Lowdion FYMW-03 o anmele LOCATION mMmAT
OG-l G-rem\dwc\kr ':’ol:&, Sevnple L@(c'}wﬁ-CﬁM _ _ -
N PREPARED BY: DATE: PROJECT:
20! 0 20" 40" £. BEACON 8/96 LIRR 7624-03
— s — | — -
SCALE: 1" = 20° (' -) zszgimlxng\?eg&oggutrsd FIGURE H%
N NEW YORK, NEW YORK 10003




Attachment é% e

¥ \,%

e
X
\.

&2
“l\ﬁ
)

ao
o2

&~ aseraLr ~5
/M»—w /
u 11.49
ELEV. 11.09

-CONC. PAD
S
3 E=Z

O

x

5—

_

M

\

\ \ BLDG LNE
\ 0.7 CLEAR

MON. WELL
LD . 11.18
TOP PYC ELEV. 10.69

\
\
AN

MONITORING WELL TABLE

LEGEND

© — BOLLARD

@' — LIGHT POLE

(X) - MANHOLE

21 — CATCH BASIN (RECT.)
© - CATCH BASIN (ROUND)

R - FIRE HYDRANT

@ — MANHOLE RAPID TRANSITE
@ — MANHOLE CONSOLIDATED EDISON

ol - PHONE ON POST
&M~ PARKING METER
& - SIGN W/1 BOARD
¢ - TREE DECIDIOUS
- — UTILTY POLE

OF = VALE GAS/WATER

X
— VALVE UNKNOWN
6 ~ TRAFFIC LIGHT

P4 — MONITORING WELL
GROUNDWATER CONTOURS
—> GROUNDWATER FLOW

\ 2
\
B 2
W %
~— ASPHALT —~—
\\\ %\’ > ©
\ 1%
\ A
\ Sl
N N
\\\ X
\\\\ - x

@= MILLER ENVIRONMENTAL GROUP, INC.

~— ASPHALT —~—

GROUNDWATER MEASUREMENTS TAKEN 11/11/08 BY SOUTH MALL

WELL 1.D. DEPTH TO GW | ELEV. TOP OF PVC | WATER TABLE ELEV. 1300 Shames Drive. Westbury. New York 11590

.ol FYMW—02A 6.66 11.34 4.68 Y !

2% FYMW—03 5.30 10.69 5.39 =7 Phone: (516) 8767940 Fax: (516) 876-7946

N gL P FYMW—04 6.10 11.09 4.99

FYMW—CO5 7.80 10.79 2.99 ; DRAWN BY: __RAR

FYMW—COB 7.43 10.77 3.34 FICURE 1: SITE PLAN T
) FYMW—C07 7.08 10.22 3.14 EZE%= |IRR FREIGHT YARD DATE VODIFIED: 6/5/09
N 21042085 ALL MEASUREMENTS IN FEET JACKSON AVENUE SCALE: NTS

LONG ISLAND CITY, NY NEWT—_0098371_




Attachment 6 z—

&

MONITORING WELL TABLE

\\ ~— ASPHALT —~—

O

T~
—
— —
—

—

—

—%) V‘?/
%)
\\\ 6‘75\11
A N
\ \ %/J
\
.

—

—

LEGEND

o — BOLLARD
21 - CATCH BASIN (RECT.)
© - CATCH BASIN (ROUND)

R - FIRE HYDRANT
~ LIGHT POLE

& - MANHOLE RAPID TRANSITE

€D - MANHOLE CONSOLIDATED EDISON
(X - MANHOLE

of - PHONE ON POST

M~ PARKING METER
@ - SIGN W/1 BOARD

3 - TREE DECIDIOUS

<O~ = UTILTY POLE

X
QO - VALVE GAS/WATER

X

— VALVE UNKNOWN
6 — TRAFFIC LIGHT
P4 - MONITORING WELL

GROUNDWATER CONTOURS
—> GROUNDWATER FLOW

B0 ®©

ALL MEASUREMENTS IN FEET
GROUNDWATER MEASUREMENTS TAKEN 4/10/09 BY SOUTH MALL

n MILLER ENVIRONMENTAL GROUP, INC.

WELL I.D. DEPTH TO GW | ELEV. TOP OF PVC | WATER TABLE ELEV. 1300 Shames Drive. Westbury. New York 11590

FYMW—02A 6.50 11.34 4.84 ' : '

FYMW—03 5.32 10.69 5.37 ‘foﬁ Phone: (516) 876-7940 Fax: (516) 876-7946

FYMW—04 6.03 11.09 5.06

FYMW—CO5 7.79 10.79 3.00 . DRAWN BY: __ RAR

FYMW—COB 7.40 10.77 3.37 FIGURE 1: SITE PLAN %T:nm E:/‘z{“:f

FYMW—CO7 7.10 10.22 312 ¥R, ||RR FREIGHT YARD IDATE WODIFIED: 6/5/08 |

JACKSON AVENUE SCALE: NTS
LONG ISLAND CITY, NY NEW-l:_0098370_




	LIRR Long Island City Freight Yard (AOC 1; DAR Site ID #128)
	1 SUMMARY OF CONSTITUENTS OF POTENTIAL CONCERN (COPCs) TRANSPORT PATHWAYS TO THE CREEK
	2 PROJECT STATUS
	3 SITE OWNERSHIP HISTORY
	4 PROPERTY DESCRIPTION
	5 CURRENT SITE USE
	6 SITE USE HISTORY
	7 CURRENT AND HISTORICAL AREAS OF CONCERN AND COPCs
	7.1 Uplands
	7.2 Overwater Activities
	7.3 Spills

	8 PHYSICAL SITE SETTING
	8.1 Geology
	8.2 Hydrogeology

	9 NATURE AND EXTENT (CURRENT UNDERSTANDING OF ENVIRONMENTAL CONDITIONS)
	9.1 Soil
	9.1.1 Soil Investigations
	9.1.2 Soil Summary

	9.2 Groundwater
	9.2.1 Groundwater Investigations
	9.2.2 Groundwater Summary

	9.3 Surface Water
	9.3.1 Stormwater and Wastewater Systems

	9.4  Sediment
	9.5 Air

	10 REMEDIATION HISTORY (INTERIM REMEDIAL MEASURES AND OTHER CLEANUPS)
	11 BIBLIOGRAPHY/INFORMATION SOURCES
	12 ATTACHMENTS



